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VENDOR DESCRIPTION

Advanced 2nd Gen 480X4 TDI Thermal Imaging
Sensor in 8-12µm spectral band, with continuous
zoom telescope.

The sensor is designed in a single-unit config-
uration for integration in gimbaled, stabilized,
electro-optic payloads.
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NFO:  2.0° x 1.5°

MFO:  Continuous zoom

WFOV:  40° x 30°

Range:  >18 km detection to NATO standard target (NFOV)

Target Size:  APC

Cooling Method:  Miniature Stirling cycle cooler

Angular Coverage:  N/A

Resolution:  480x1000 pixels

Type:  MCT-PV, 480x4 linear array, parallel scan

Infrared (IR)

Operating Speed:  N/A

Auto Video Tracker:  N/A

Maintainability:  2-level BIT to LRM level

MTTR:  1 hr

MTBF:  > 2000 hrs

Bandwidth Required:  N/A

Interface:  RS-422

Storage Temp.:  -30°C to +70°C

Operating Temp.:  -30°C to +55°C

LOS Stabilization:  N/A

Cooling:  Miniature Stirling cycle cooler

Internal Volume:  N/A

Dimensions:  240mm x 250mm x 160mm

Weight:  7.0 kg

Power:  < 30W

RF Frequency:  N/A
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